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4" x 10"
Galv cast iron pipe
flange

Total # of !
bolt holes .

%" BC

3" x 5" Hand

hole and cover

Anchorage Details

¥Y," 8 x 17-8" Anchor
bolts thread 6", with 2

nuts and 2 washers each.
Length does not include 2"
or 4" 90° bend, total 4

TYPE

27_0"

1-A STANDARD

m Hand hole and

- washers each. Length does

¥," 8 x 1'-6" Anchor bolts
thread 6" with 2 nuts and 2

not include 2" or 4" 90° bend,
fTotal 4
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1-B STANDARD
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SHEET] TOTAL
DIST‘ COUNTY ‘ ROUTE ‘ TOTAL PROJECT ‘ NO. |SHEETS

May 1, 2006

PLANS APPROVAL DATE

The State of Callfornia or Its offlcers or

PLAN

See Note 6

Roadway
side of pole

Curb or
shoulder grade

TYPICAL NUMBER FORMAT

LOCATION OF EQUIPMENT NUMBERS

ON_STANDARDS AND POSTS

ANCHOR BOLTS WITH SLEEVE NUTS

Sleeve nuts to be used only when shown

— 4 1PS 519 pipe F e e e
For Type 1-B see Detail J - oy
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Anchorage Details °
= ' =) 1.Standards shall be 10°-0" + 2" for
NOTE : vehicle signals and 7'-0" + 2" for 8
I " " edestrian signals unless otherwise noted
For Details not shown 1" @ x 1-6" Anchor bolts. gn plans. ¢
see Type 1-A Standard Install at 8!%" BC thread )
- 6" with 2 nuts and 2 washers 2.Top of standards shall be 4//," OD. »n
each. Length does not include 3.Conduits shall extend 2" maximum above -
3" minimum bend, total 4. finished surface of foundation and for >
Types 1-A, 1-C and 1-D shall be sloped toward
TYPE 1-C STANDARD TYPE 1-D STANDARD e Londtine P =
4.Anchor bolts shall be bonded to conduit U
or grounding conductor.
SIGNAL STANDARDS ; , >
5.Conduit between standard and adjacent pull :
box shall be Size 2" minimum. o
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513 same Dia and DETAIL J
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E regular nut
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ELECTRICAL SYSTEMS

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

or specified on Project Plans

(SIGNAL AND
LIGHTING STANDARD

TYPE 1 STANDARD AND
EQUIPMENT NUMBERING)
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